Nulone

Série

MANTRA Captur ...

Captation supérieure de la fumée et des odeurs
« VVentilateur de conception avancée

« Zone d'aspiration a design axial

« Aspiration plus rapide et plus efficace

MODELE AVD N1 que la compétition

(Basé sur des produits comparables)

Performant a tous points de vue |5a| SommanneAEcRANAcL

Des produits bien construits, efficaces et congus pour faciliter la vie active —
des familles d’aujourd’hui. Les hottes de cuisinieres NuTone se distinguent I.ED3L 3D":Elt‘:’fll\\lg)l(\GE
par leur aspect pratique sans compromis sur la performance. Sans
contredit, ce modeéle charme les plus exigeants par son design innovant,
ses technologies de pointe et sa performance supérieure. EEgélgé;%El.ﬁ'sAc:ﬁ:?gECEs
LE COMPLEMENT IDEAL
* Ventilateur performant a 3 vitesses RAPPEL D’ENTRETIEN
« Appareil le plus silencieux offrant un niveau sonore de 0,4 sone & vitesse normale DES FILTRES
* Deux filtres a chicane hybrides ultra-efficaces faciles a nettoyer
+ Deux modules & DEL pour un éclairage uniforme de la surface de cuisson @ ARRET DIFFERE DE
« Utiliser le filtre au charbon HPF30 pour une installation sans conduit 10 MINUTES
* Les supports EZ-1 rendent I'installation facile par une seule personne, ——
réduisant considérablement le temps d'installation E DETECTEUR AUTOMATIQUE
. DE CHALEUR EXCESSIVE
SPECIFICATIONS

LARGEUR MODELE MODELE COULEUR VOLTS AMPERES PI3/MIN* CONDUIT

HOME DEPOT

ACIER 31/2aPO X 10 PO (H-V)
30 PO AVDN130SS 1001029366 INOXYDABLE 120 1,4 450 0,4 7 PO ROND

31/4 PO X 10 PO (H-V)
30PO  AVDNI30WH 1001028491 BLANC 120 1,4 450 04 2 B ROND

*Puissance maximale du ventilateur
**A vitesse normale

OPTIONS

HPFA430  FILTRES DE REMPLACEMENT

HPF30 FILTRES DE REMPLACEMENT AU CHARBON Vemmar Vemiktien ULE
HAWRK3  ENSEMBLE DE CABLAGE ADA 550, boulevard Lemire

Drummondyville (Québec) J2C 7W9
1877 896-1119

www.Broan-NuTone.ca

Les spécifications sont sujettes a changement sans préavis.
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Nulone

MANTRA

Series

AVDN1 vobpeL

Quality through and through

Well-made, efficient products designed to simplify the lives of today’s
families on the go. NuTone range hoods set the standard for user-
friendliness without compromising on performance. This model’s features
make it a sound investment that will last for years.

THE PERFECT COMPLEMENT

e 3-speed performant blower

¢ Quietest range hood offering a sound level of 0.4 sone at normal speed

* Two ultra efficiency hybrid baffle filters, easy to clean

e Two built-in LED modules provide an even lighting over the cooktop

» Use charcoal filter HPF30 for a non-ducted installation

* EZ 1 brackets make it easy for single-person installation in less than
half the time of traditional methods

SPECIFICATIONS

WIDTH

MODEL

MODEL
THE HOME DEPOT

COLOR VOLTS AMPS CFM* DUCTING

" STAINLESS 314" X 10" (H-V)
30 AVDNI130SS 1001029366 STEEL 120 1.4 450 0.4 7"ROUND
" 31/4" X 10" (H-V)
30 AVDN130WH 1001028491 WHITE 120 1.4 450 0.4 7"ROUND
*Max blower CFM
**At normal speed
OPTIONS
HPFA430 REPLACEMENT FILTERS
HPF30 CHARCOAL REPLACEMENT FILTERS

HAWRK3

ADA WIRING KIT

Ga pt u rTMEXCLUSIVE SYSTEM

Provides faster smoke & odor removal
« State-of-the-art fan design

« Centric inlet design

« Superior capture over the competition

(Based on similar products)

%‘ 3-SPEED CONTROL

3 WITH LCD SCREEN

—

)

LED:.| 3-LEVEL LIGHTING

—

)

248 TWO ULTRA EFFICIENCY

HYBRID BAFFLE FILTERS
FILTER CLEAN REMINDER
10 MINUTE DELAY OFF
SETTING
AUTOMATIC HEAT SENSOR
FUNCTION
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